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| (D EXISTING +/-4 HMA SURFACE
EXIST. SLOPE EXIST. SLOPE {; @ EXISTING +/-12" HMA BASE
__zzz:z:i:_I__J__,_:.‘,_—j:—;___HL__Z:Z___‘ﬁ:;_r_-;_r_«j-_r_-;r:_-z_.__z:z__T-Tm‘_ i ® EXISTING AGGREGATE SHOULDER +/- 6"
——————————————————————————————————————————————————————————————————————————————— e %53 (@ EXISTING HMA SHOULDER 8
@E C‘g é e (B HMA SURFACE REMOVAL - 2 1/2 (SEE NOTE 1)
® POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX “F”, N9O -1 3/4"
(D POLYMERIZED LEVELING BINDER (MACHINE METHOD), IL-4.75, N50 -3/4"
EXISTING TYPICAL SECTION HOT-MIX ASPHALT SHOULDER, 8'
US ROUTE 20 ©® AGGREGATE SHOULDER, TYPE B, 6"
STA. 105+60 TO STA. 169+30 (© HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N70, 12" (IN 3 LIFTS)
@) AGGREGATE SUBGRADE, 12
@ GRADING AND SHAPING SHOULDERS &
B US RTE 20 AGGREGATE WEDGE SHOULDER, TYPE B
4 | 18’ 18’ | &
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NOTES
PROPOSED TYPICAL SECTION 1. THE CONTRACTOR SHALL PERFORM THE HMA SURFACE REMOVAL
US ROUTE 20 OPERATION PRIOR TO THE PAVEMENT PATCHING OPERATIONS.
SEE IDOT DISTRICT 1 DETAIL PAVEMENT PATCHING FOR HMA SURFACED
STA. 105+60 TO STA. 142477 LT PAVEMENT BD-400-04 (BD-22) FOR ADDITIONAL INFORMATION.
STA. 105+60 TO STA. 143+38 RT
STA. 156+52 TO STA. 169+90 RT
STA. 160+44 TO STA. 169+90 LT
NESLER ROAD
STA. 31+88 TO STA. 38+00
B US RTE 20 HMA MIXTURES REQUIREMENT
| MIXTURE TYPE | vos
L 4 I 4 VI 6 12 it 12 ' 6’ 4 | 4 ‘ PAVEMENT RESURFACING
SHLDR SHLDR & VAR. 1 & VAR. & VAR. & VAR. SHLDR SHLDR POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX “F”, N90O (IL-9.5MM) }4% @ 90 GYR.
POLYMERIZED LEVELING BINDER (MACHINE METHOD), IL-4.75, N50 4% @ 50 GYR.
§ ig MATCH EXIST. MATCH EXIST, = PAVEMENT WIDENING
S S ————
3 lz _______________________ . T S r—— {i POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX “F“, N9O (IL-9.5MM) |4% @ 90 GYR.
; i IR [ POLYMERIZED LEVELING BINDER (MACHINE METHOD), IL-4.75, N50 4% @ 50 GYR.
E {/ -~ HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N70 47, @ 70 GYR,
® ®© ®00 O ® O DRIVEWAYS
2 HOT-MIX ASPHALT SURFACE COURSE, MIX C, NS5O (IL 9.5 MM); 2" 47 @ 50 GYR.
% PROPOSED TYPICAL SECTION HOT-MIX ASPHALT BASE COURSE (HMA BINDER IL-19 MM); PE-6', CE-8" 4% @ 50 GYR.
> US ROUTE 20 PATCHING
g g STA. 142+77 TO STA. 160+40 LT CLASS D PATCHES (HMA BINDER IL-19 MM) 47 © 70 GYR.
g 8 STA. 143438 TO STA. 156+52 RT
£ g MIXTURE NOTES:
2 1. THE UNIT WEIGHT USED TO CALCULATE ALL HOT-MIX ASPHALT SURFACE MIXTURES IS 112 LBS/SQ YD/IN.
5§ 2. THE “AC TYPE” FOR POLYMERIZED HMA MIXES SHALL BE “SBS/SBR PG 70-22 AND FOR NON-POLYMERIZED
g‘ H HOT MIX ASPHALT THE “AC TYPE” SHALL BE PG 64-22" UNLESS MODIFIED BY DISTRICT ONE SPECIAL
EE‘{: SPECIAL PROVISIONS. FOR “PERCENT OF RAP” SEE DISTRICT ONE SPECIAL PROVISIONS.
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